Spiral Kablo / Spiral Cables

» KULLANIM ALANLARI

Makine yapimi, elektrikli aletleri, insaat sektori tasima, edlence ekipmanlari, tibbi cihazlar, dlctim aletleri ve tekerlekli kapilar da kullanilir

» APPLICATIONS
Machine construction, electrical tools, building industry, handling equipment, entertainment equipment,medical devices, measurement instruments used

Rolling doors

» KABLO YAPISI

CABLE CONSTRUCTION
iletken Buikiilti Bakir Tel Sinif 5
Conductor Stranded Copper Wire Class 5
Izolasyon PVC / HFFR / PUR
Insulation
izolasyon Rengi DIN 47100 Renk Kodlu
Insulation Colours DIN 47100 Colors Code
Biikiim Katlar Halinde Bukim
Stranding Cores Twisted In Layers
Dis Kilif PVC Gri HFFR Gri  PUR Turuncu
Outer Sheath PVC Grey  HFFR Grey PUR Orange

» ELEKTRIKSEL DEGERLER
ELECTRICAL PARAMETERS

Calisma Sicakligi

_9E O 0
Working Temperature 257 +707C
Nominal Voltaj 0,25 mm?den 500 V'a / 0,14 mm? 300 V'a kadar
Nominal Voltage up to 0,14 mm? 300 V / from 0,25 mm? 500 V
Test Gerilimi
Test Voltage 2000V
Genisleme Orani 14

Expansion Ratio

& mekaskablo > CE 150 ju




