
ISO 9001

 KABLO YAPISI 
   CABLE CONSTRUCTION

İletken
Conductor

Katlar Halinde Büküm
Cores Twisted In Layers

Silikon Kompound
Silicone Compound

2 x sarı - 2 x mavi - 2 x kahverengi - 2 x siyah
2 x yellow - 2 x Blue - 2 x brown - 2 x black

Bükül bakır teller Sınıf 5 
Stranded Copper Wire Class 5 

PUR

500 - 1000 mt

İzolasyon
Insulation

İzolasyon Rengi
Insulation Colours

Büküm
Stranding

Dış Kılıf
Outer Sheath

Ambalaj
Packing

Ürün Çeşitleri
Product Types SiSL11Y

PUR Kablolar / PUR Cables
SiSL11Y

MEKAS KABLO s SL11Y

 KULLANIM ALANLARI 
Zor işletme şartlarında, gerilme ve streslerin olduğu ortamlarda enstrüman ve kontrol mühendisliğinde, elektrik santrallerinde, üretim ve montaj hatlarında, 

kuru, nemli, yağlı ve asidik ortamlarda, hareketli makina bölümlerinde, robotik uygulamalarda dayanıklı PUR sayesinde uzun kullanım ömürü veren kablolardır.

 APPLICATIONS
They are cables that provide long service life thanks to durable PUR in difficult operating conditions, in environments with stress and stress, instrument and 
control engineering, power plants, production and assembly lines, dry, moist, oily and acidic environments, mobile machinery sections, robotic applications.

 ELEKTRİKSEL DEĞERLER
   ELECTRICAL PARAMETERS

0,22 mm² : 1200 V
0,50 mm² : 1200 V
0,75 mm² : 1200 V
1,00 mm² : 1200 V
1,50 mm² : 2500 V
2,50 mm² : 2500 V
4,00 mm² : 2500 V
6,00 mm² : 2500 V

10 x D

300 / 500 V

>200 m  Ω x km

- 30 ºC  + 70 ºC

Test Gerilimi
Test Voltage

Bükülme Yarı Çapı ( min. )
Bending Radius ( min.)

Çalışma Gerilimi 
Working Voltage

İzolasyon Direnci
Insulation Resistance

Çalışma Sıcaklığı
Working Temperature

0,22 mm² : 96 Ω / km
0,50 mm² : 39 Ω / km
0,75 mm² : 26 Ω / km
1,00 mm² : 19,50 Ω / km
1,50 mm² : 13,30 Ω / km
2,50 mm² : 7,98 Ω / km
4,00 mm² : 4,95 Ω / km
6,00 mm² : 3,30 Ω / km

İletken Direnci
Conductor Resistance


