Koaksiyel Kablolar / Coaxial Cables
RG6 U4

» KULLANIM ALANLARI

Bina ici CATV ve CTV sistemlerinde dagitim kablosu ve diislik zayiflama istenen SATV uydu anten sistemlerinde baglanti kablosu olarak kullanilir.

» APPLICATIONS

These cables are used in low attenuation requied systems such as indoor CATV CCT distribution and SATV satallite systems as connection cable.

» KABLO YAPISI » ZAYIFLAMA 20C° Max
CABLE CONSTRUCTION ATTENUATION
iletken 1,02 mm Elektrol?t@k Bakir Tel . 5 MHz 2.80 dB/100 m
Conductor 1,02 mm Electrolitic Copper Wire
izolasyon 4,60 mm@ Fiziksel Kpiiklii PE 200 MHz 930 dB/100 m
Insulation 4,60 mm@ Physical Foam PE
Ekran AL-PES Bant % 100 - Aliiminyum Tel Orgii 400 MHz 13.70 dB/100 m
Screen AL-PES Tape % 100 - Aluminum Wire Brading
Dis Kilif PVC: BEYAZ / HFFR: GRi / PE: SiYAH 800 MHz 19.10 dB/100 m
Outer Sheath PVC: WHITE / HFFR: GREY / PE: BLACK
Ambalaj 1000 MHz 22.00 dB/100 m
Standard Length 0 = 50D~ o0 ik
Urii i i 2150 MHz 32.50 dB/100 m
Urlin Gesitleri RG6 U4 CU/AL - RG6 U4 CCS/AL
Product Types
2400 MHz 3510 dB/100 m
» ELEKTRIKSEL DEGERLER 3000 MHz 3930 dB/100 m
ELECTRICAL PARAMETERS
Kapasitans .
Capacitance 524 2pF/mt
Empedans 7530
mpedance STANDARTS:
Yayilma Hizi % 82 * EN 50117-2-4
Yetedisy YANGIN PERFORMANSLARI (FIRE PERFORMANCE):
i ; : * EN 60332-1-2 (LSZH-PVCQ)
I1zolasyon Direnci
Insulation Resistance >2000M Q xkm ° Em 2‘(1)(?35:;/(?_S-ZSI-|Z)H)
Calisma Sicakligi A0 ®
Working Temperature 407C +70°7C
Min. Biikiilme Yari Capi 10xD mm

Min. Bending Radius
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