PUR Kontrol Kablolari / PUR Con
Li12YC11Y

MEKAS KABLD L

» KULLANIM ALANLARI

Zor isletme sartlarinda, gerilme ve streslerin oldugu ortamlarda dayanikli PUR sayesinde uzun kullanim 6mirii veren kablolardir. Ayrica hareketli ortamlarda

kullantlir.
» APPLICATIONS
These Cables are specially used under heavy duty, diffucult operation areas and due to PUR it provides long usage life time.
» KABLO YAPISI » ELEKTRIKSEL DEGERLER
CABLE CONSTRUCTION ELECTRICAL PARAMETERS
iletken Biikiilii Kalayli Bakir Tel Calisma Sicakligi o o
X . o -10°C +80°C
Conductor Stranded Tinned Copper Wire Working Temperature
Izolasyon TPE-E BUkQIme Y;n gapl (min.) 10xD
Insulation Bending Radius ( min.)
izolasyon Rengi i Calisma Gerilimi
Insulation Colours HD-308 Working Voitage 300/500 V
Biikiim Katlar Halinde Biikiim izolasyon Direnci
Stranding Cores Twisted In Layers Insulation Resistance >200m Qxkm
Ekran Kalayli Bakir Ekran 0,22 mm?:96 Q / km
Screen Tinned Copper Screen 0,50 mm?:39 Q / km
. 0,75mm?:26 Q / km
Dis Kilif PUR Sari lletken Direnci 1,00 mm?:19,50 Q / km
Outer Sheath PUR Yellow Conductor Resistance 1,50 mm2:13,30 Q / km
- - 2,50 mm?:7,98 Q / km
Uriin Cesitleri n ! /
a1 Ao
Product Types CIPALAIN 4,00 mm?:4,95Q /km
6,00 mm?:3,30 Q / km
Ambalaj 2
Packing 500 - 1000 mt 0,22 mm?: 1200 V

0,50 mm?:1200 V
0,75 mm?:1200 V
Test Gerilimi 1,00 mm?:1200 V
Test Voltage 1,50 mm? : 2500 V
2,50 mm?: 2500 V
4,00 mm?: 2500 V
6,00 mm?: 2500 V
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