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-

Açıklamalar :
Remarks

Deneyi Talep Eden/Firma :
 (Adı, Adresi, Şehir vb.)
Requesting/Customer (Name, Adress, City etc.)

MEKAS KABLO SANAYİ VE TİCARET ANONİM ŞİRKETİ
OSMANGAZİ MAH. YILDIRIM BEYAZIT CAD.  NO:28 /A 
SANCAKTEPE/İSTANBUL

Deney Talep Tarih / No :
Order Date/No.

6.04.2022 / 2022-60488 

Numunenin Tanımı :
(Cins, Marka, Sınıf, Tip, Tür, Model vb.)
Sample Description (Type,Mark,Class,Model 
etc.)

 2022-085442, CABLE, MEKAS, FLRY-B, 0,22 mm², -, -, 5.00, metre

Numune Kabul Tarihi :
Sample Receipt Date

08.04.2022

Deneylerin Yapıldığı Tarih :
Date of Test

09.04.2022 /  15.04.2022
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ECE R-118.03: Ekim 2018  

Annex 10 

UNIFORM TECHNICAL PRESCRIPTIONS CONCERNING THE BURNING BEHAVIOUR 

AND/OR THE CAPABILITY TO REPEL FUEL OR LUBRICANT OF MATERIALS USED IN 

THE CONSTRUCTION OF CERTAIN CATEGORIES OF MOTOR VEHICLES 

TEST TO DETERMINE THE RESISTANCE TO FLAME PROPAGATION OF ELECTRICAL 

CABLES 
 

This report defines the flammability behaviour assigned to the product named MEKAS, FLRY-B cable in accordance with the 

procedures given in the standard ECE R-118.03: October 2018 - Ek 10 and ISO 6722-1. 

 

Demanded by 

(Name&Address) 

MEKAS KABLO SANAYİ VE TİCARET ANONİM ŞİRKETİ 

OSMANGAZİ MAH. YILDIRIM BEYAZIT CAD. NO:28 /A SANCAKTEPE 

Sponsor 

(Name&Address) 

MEKAS KABLO SANAYİ VE TİCARET ANONİM ŞİRKETİ 

OSMANGAZİ MAH. YILDIRIM BEYAZIT CAD. NO:28 /A SANCAKTEPE 

Manufacturer 

(Name&Address) 

MEKAS KABLO SANAYİ VE TİCARET ANONİM ŞİRKETİ 

KOCAELİ KOBİ-MERMERCİLER OSB KÖSELER MAH. 6. CADDE NO:14/1 DİLOVASI 

/KOCAELİ 

Laboratory 

(Name&Address) 

TSE CONSTRUCTION MATERIALS FIRE AND ACOUSTICS LABORATORY 

Aydınlı Mah. Ulus Sok. No:7/1 Aydınlı/Tuzla/İSTANBUL 

Date of test 15.04.2022 

Sampe Details 

Arrival date 08.04.2022 

Sample Description 

(Sponsor Description) 
MEKAS, FLRY-B cable 

Type FLRY-B 0,22 mm2 

Base 

material(s)/designation: 
CLASS B AUTO CABLE - PVC 

Conductor total size 0,36 mm2 (avrg. Value determined by laboratory) 

Type of surface material PVC 

Colour White 

Diameter (min/max) 1,15 mm (minimum) 

Photo(s) 
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Sampling And Preperation 

The samples were taken by the sponsor and delivered to the laboratory and left to be conditioned without any other preparation 

before the test. 

Conditioning 

The samples were conditioned at 23±2 oC and 50±5% relative humidity for 48 hours before the test. 

Evaluation Criteria 

Burning time Any combustion flame of insulating material shall extinguish 

within 70 sec. 

Unburned length of the insulation A minimum of 50 mm of insulation at the top of the test 

sample shall remain unburned.  

Test Results 

Sample 

No 

Flame application 

time (sec) 

Burning time (sec) Burning distance 

(mm) 

Unburned length of 

the insulation (mm) 

Technical comment 

(Pass/Fail) 

1 9* 1 42 465 Pass 

2 12* 1 42 468 Pass 

3 10* 1 40 465 Pass 

4 10* 1 47 467 Pass 

5 11* 1 47 465 Pass 

* Time to conductor visible 

 

Photo(s) after test 
 

 
 

 

End of test report. 


