
ISO 9001

 KULLANIM ALANLARI 
IP video ve kontrol genel amaçlı RS-232, RS-485 data ve kontrol genel amaçlı haberleşme ve kontrol sistemleri.

 APPLICATIONS
IP video and control, general purpose RS-232, RS-485 data and control general purpose communication and control 
systems.

 Class 6 Stranded Electrolytic Tinned Copper is superior than Class 5 Stranded Electrolytic Copper on data
transmission is better on data transmission.

GENELLİKLE KULLANILAN YAPI
MOSTLY USED STRUCTURE

2 x 2,5mm² + (1 x 2 x 0,14mm²)
PIMF (0,22mm² Tinned Copper Ground Wire + Al-Pes Tape)

0,22 ve 0,14 mm² = 1200 V
≥ 0,50 mm² = 2000 V 10x Cable Ø -30ºC +70ºC

IEC 60332-1-2
DIN EN 60332-

1-2
EN 60332-1-2

ELEKTRO
MANYETİK
UYUMLU

TEST 
VOLTAJI

BÜKÜLME
YARIÇAPI

ÇALIŞMA
SICAKLIĞI

ALEV 
GECİKTİRİCİLİK 

TESTİ
EMC*

İLETKEN
DİRENCİ

mm²
2,5

Ω/km
7,98

mm²
0,22
0,14
0,50
0,75
1,0
1,5
2,5

mm²
0,22
0,34
0,50
0,75
1,0
1,5
2,5

A
2,5
4,5
6,0
13
16
20
25

pf/m
48

MΩxKm
0,22 ve 0,14 mm² 

= 200
≥ 0,50 mm² = 20

78Ω 0,67 mH/km

0,22 ve 0,14 mm² = 
250 V

≥ 0,50 mm² = 
300/500 V

YALITIM
DİRENCİ

EFEKTİF
KAPASİTE EMPEDANS İNDÜKTANS AKIM TAŞIMA

KAPASİTESİ ÇALIŞMA VOLTAJI

Uygun Adımda Katlar Halinde
Pairs In Layers

HFFR

 ENERJİ KABLOLARI
  ENERGY CABLES

IEC 60228; DIN VDE 0295; EN 60228 Sınıf 6 Bükülü Elektrolitik Kalaylı Bakır
Class 6 Stranded Electrolytic Tinned Copper

HFFR

Kırmızı - Siyah
Red - Black

İletken
Conductor

İzolasyon
Insulation

İzolasyon Rengi
Insulation Colours

Büküm
Stranding

Uygun Adımda Katlar Halinde
Pairs In Layers

HFFR

 DATA KABLOLARI ( RS-422 / RS-485 )
  DATA CABLES

FOAM PE

Mavi - Beyaz
Blue - White

Pes Bant
Pes Tape

0,22mm² Kalaylı Bakır Toprak Teli + Al-Pes Bant
0,22mm² Tinned Copper Ground Wire + Al-Pes Tape

UV DAYANIMLI BEYAZ  HFFR
UV RESISTANT WHITE HFFR

Kılıf Rengi
Sheath Color

Ayırıcı Bant
Seperator

İletken
Conductor

İzolasyon
Insulation

İzolasyon Rengi
Insulation Colours

Büküm
Stranding

Ekran
Screen

IEC 60228; DIN VDE 0295; EN 60228 Sınıf 6 Bükülü Elektrolitik Kalaylı Bakır
Class 6 Stranded Electrolytic Tinned Copper

DMX Multimedya Hibrit Kontrol Kablosu Sınıf 6 İletken + 
DMX Multimedia Hybrid Control Cable Class 6 Conductor +

DMX MULTIMEDIA HYBRID CONTROL CABLES +


