
ISO 9001

Otomotiv Kabloları ECE-R118 / Automotive Cables ECE-R118
FLR31Y11Y-A

MEKAS KABLO  FLR31Y11Y-A

 Application
These are thin walled cables ideal for use in automotives where its reduced insulation thickness and higher temperature withstanding properties serves 
its application in complex wiring harnesses.

 Standard
In accordance with ISO 6722 Voltage Rating
60 V D.C.; 25 V A.C. (Suitable for 12 Volts and 24 Volts systems)

 Temperature Range (3000 Hrs)
-40°C to +105°C

 Cable Construction
Soft annealed electrolytic copper Cu-ETP according to DIN EN 13602.
Conductor construction according to ISO 6722 TPE-S, class A to ISO 6722

 Properties
TPU off ers excellent resistance to petrol, chemicals, and abrasion, and in addition is suitable for both low and high temperature applications. Flame 
retardant to ECE-R118

 Packing
Available in 100 mtrs. Longer length available in spools or wooden drums.

 KABLO YAPISI 
   CABLE CONSTRUCTION

İletken
Conductor

Tavlı Kızıl Bakır
Red Copper Wire

2,20 cm

19 x 0,26mm

500 - 1000 mt

TPE-S Beyaz 0,30 mm
TPE-S White 0,30 mm

TPU Turuncu 0,20 mm
TPU Orange 0,20 mm

İzolasyon
Insulation

Dış Kılıf
Outer Sheath

Kılıf Çapı
Sheath Diameter

İletken Çapı
Conductor Diameter

Ambalaj
Packing

Ürün Çeşitleri
Product Types FLR31Y11Y-A

 ELEKTRİKSEL DEĞERLER
   ELECTRICAL PARAMETERS

Test Gerilimi
Test Voltage

Bükülme Yarı Çapı ( min. )
Bending Radius ( min.)

Çalışma Gerilimi 
Working Voltage

İzolasyon Direnci
Insulation Resistance

İletken Çevrim Direnci
Conductor Loop Resistance

10 D

24 V

5000 V

19,50 Ω/km)

2500 V


