Otomotiv Kablolari ECE-R118 / Automotive Cables ECE-R118
FLY

» APPLICATIONS
These are thin walled cables ideal for use in automotives where its reduced insulation thickness and higher temperature withstanding properties serves
its application in complex wiring harnesses.

» STANDARD

In accordance with ISO 6722 Voltage Rating
60 V D.C; 25 V A.C. (Suitable for 12 Volts and 24 Volts systems)

» TEMPERATURE RANGE (3000 HRS)
-40°C to +105°C

» CABLE CONSTRUCTION
Soft annealed electrolytic copper Cu-ETP according to DIN EN 13602.
Conductor construction according to ISO 6722 PVC insulation, class B to I1SO 6722

» PROPERTIES
The lead free, PVC polymer, offers excellent resistance to petrol, chemicals, and abrasion, and in addition is suitable for both low and high temperature
applications. Flame retardant to ECE-R118

» PACKING

Available in 100 mtrs. Longer length available in spools or wooden drums.
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0,50 16 0,21 1,10 371 38,2 0,60 0,44 2,30 9,00 4,99

0,75 24 0,21 1,30 24,7 25,4 0,60 0,44 2,50 1,90 7,48

1,00 32 0,21 1,50 18,5 191 0,60 0,44 2,70 14,60 9,98

1,50 30 0,26 1,80 12,7 13 0,60 0,44 3,00 19,88 14,34
2,50 50 0,26 2,20 7,6 7,82 0,70 0,53 3,60 32,21 23,90
4,00 56 0,31 2,80 4,7 4,85 0,80 0,62 4,40 50,51 38,06
6,00 84 0,31 3,40 314 3,23 0,80 0,62 5,00 70,41 57,08
10,00 80 0,41 4,50 1,82 1,85 1,00 0,80 6,50 17,17 95,10
16,00 126 0,41 6,30 116 118 1,00 0,80 8,30 176,84 149,77
25,00 196 0,41 7,80 0,743 0,757 1,30 1,07 10,40 279,64 232,99
35,00 276 0,41 9,00 0,527 0,538 1,30 1,07 11,60 41,28 332,70
50,00 396 0,41 10,50 0,368 0,375 1,50 125 13,50 577,79 475,28
70,00 360 0,51 12,50 0,259 0,264 1,50 1,25 15,50 779,51 665,39
95,00 475 0,51 14,80 0,196 0,2 1,60 134 18,00 1062,88 903,04
120,00 608 0,51 16,50 0,153 0,156 1,60 134 19,70 1330,16 140,68
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