Yangina Dayanimli Sinyal Kablolar / Fire Resistant Signal Cables *
LIHH FE 180 PH 120

» KULLANIM ALANLARI

Dahili ortamlardaki sinyal ve data iletisimi icin yangin alarm sisteminde kontrol paneli, dedektdrler, butonlar ve saha kontrol modiilleri arasinda kullanilir.

» APPLICATIONS

These cables are used indoor fire alarm systems that transmits the signal and data between conrtol panels, dedectors, buttons and area control modules.

» KABLO YAPISI » ELEKTRIKSEL DEGERLER

CABLE CONSTRUCTION ELECTRICAL PARAMETERS
iletken Buikiilti Bakir Tel Sinif 5 Galisma Sicakligi -30°C +70°C
Conductor Stranded Copper Wire Class 5 Working Temperature
izolasyon Seramiklesen Silikon Biikiilme Yari Capi ( min. )
: L K I 10xD
Insulation Ceramicized Silicone Bending Radius ( min.)
izolasyon Rengi DIN 47100 Renk Kodlu Calisma Gerilimi 300 /500 V
Insulation Colours DIN 47100 Colors Code Working Voltage
Biikiim Katlar Halinde Biikiim iZOIasyon Direnci >200m Q x km
Stranding Cores Twisted In Layers Insulation Resistance
Ayirici Bant Pes Bant 0,22 mm?:96 Q / km
. 2.
SEpeEie) Pes Tape iletken Direnci g';_g 15 '23: g 5 ::m
L ; ,75 mm?: m
Alev Banyerl Cam Elyaf Bant Conductor Resistance 1,00 mm?:19,50 Q / km
Flame Barrier Glass Fiber Tape 1,50 mm?:13,30 Q / km
Dis Kilif HFFR Turuncu 2,50 mm?:7,98 Q / km
QOuter Sheath
AAARCIEIEE 0,22 mm?:1200 V
Uriin Cesitleri 0,50 mm?: 1200 V
Product Types LIHH FE180 PH120 / LIHH-TP FE180 PH120 Test Gerilimi 0,75 mm?: 1200 V
Test Voltage 1,00 mm?: 1200 V
o 2.
Aml?alaj 500 - 1000 mt 1,50 mm*: 2500 V
Packing 2,50 mm?: 2500 V
STANDARTS:
* TS 13755
* EN 60228

* EN 50290-2-26
* EN 50290-2-27

YANGIN PERFORMANSLARI (FIRE PERFORMANCE):

« EN 60332-1-2 (LSZH)
« EN 60754-1/2 (LSZH)
« EN 61034-2 (LSZH)

« EN 50200

« IEC 60331-21

S mekaskablo e 150  fue

9001:2015




