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 KULLANIM ALANLARI 
Bina içi tesisatlarda, telefon santral ve abone dağıtımlarında kullanılır.

 APPLICATIONS
These cables are used as telephone cables inside the buildings for signal transmission and subscriber distribution purposes.

 ELEKTRİKSEL DEĞERLER
ELECTRICAL PARAMETERS

İletken Direnci
Conductor Resitance 96  Ω / km

1000 V

125 V

- 30 ºC  + 70 ºC

7,5 x D

>500 m  Ω / km

Test Voltajı
Test Voltage

Çalışma Gerilimi
Working Resistance

Çalışma Sıcaklığı
Work Temperature

Bükülme Çapı
Bending Radius

Yalıtım Direnci
Insulation Resistance

 KABLO YAPISI 
CABLE CONSTRUCTION

İletken
Conductor

PVC - HFFR
PVC - HFFR

10 çiftte kadar yıldız dörtlü büküm.10 çiftten 
sonra 5 yıldız dörtlü bükümü bir grup. Ve 5 veya 
10 grup bükümü bir paket; her grup polipropilen 
tanıtma şeridi ile sarılır.
Up to 10 pairs laid up as star-quads. After 10 
pairs, 5 star quads laid up to a group. And 5 or 10 
groups laid up to a unit; each group is wrapped 
by polypropylene identifi cation tape

PE

0,50 mm Kalaylı Bakır
0,50 mm Tinned Cupper

Gri
Grey

İzolasyon
Insulation

Dış Kılıf
Out Sheath

Kılıf Rengi
Colour of Sheath

Büküm
Lay-Up

STANDARTS: 
• EN 60228
• EN 50290-2-23
• EN 50290-2-26
• EN 50290-2-27
YANGIN PERFORMANSLARI (FIRE PERFORMANCE):
• EN 60332-1-2

Telefon Kablosu / Telephone Cables
PDV-K

MEKAS KABLO PDV-K


