Silikon Kablolar / Silicone Cables
SIMH

» KULLANIM ALANLARI

Bu kablolar asiri sicaklik degisimlerine maruz kalan baglanti noktalari diistiniilerek tasarlanmustir. Siklikla; demir-celik retim endiistrisi, havacilik sanayi, gemi

insa sanayi, aydinlatma armatiirleri, seramik, cam ve cimento fabrikalarinda kullanilirlar.

» APPLICATIONS

These cables are designed for connections of exposed to extreme temperature changes. Often used in iron and steel manufacturing industry, aerospace

industry, shipbuilding industry, lighting fixtures, ceramic, glass and cement factories.

» KABLO YAPISI
CABLE CONSTRUCTION

iletken
Conductor

izolasyon
Insulation

Damar Tanimlama
Core Identification

Kilif
Sheath

Renk
Color

Calisma Sicakligi
Temperature Range

Damar Sayisi x
iletken Kesiti (mm?)
Core Numbers x

Conductor Section (mm?) = Approx (mm?)

2x0,75
3x0,75
4x0,75
2x1
3x1
4 x1
2x15
3x15

S mekaskablo

Bukdlu Tavli Bakir Teller ( HD 383 Class 5)
Stranded Bare Copper Wires ( HD 383 Class 5)

Silikon Bilesik (HD 221S4 1 EI2)
Silicone Compound (HD 22.1 54 | EI2)

Renk Kodlu Yada Numarali Baskili (DIN VDE 0293-308)
Color Coded Or Number Printed (DIN VDE 0293-308)

Silikon Bilesik (HD 22.1 54 | EM9)
Silicone Compound (HD 22.1 S4 | EM9)

Kiremit Kirmizi
Tile Red

-60°C ~ +200°C

Dis Cap Bakir Faktorli  Kablo Agirhgi
Yaklsik (mm) (kg/km) (kg/km)
O.D. Copper Factor Cable Weight
(kg/km) Approx (kg/km)
6,2 14,4 54,4
6,6 21,6 66,0
76 29,0 86,2
6,6 19,2 63,4
7,4 29,0 84,2
8,0 38,4 101,2
7,4 29,0 82,7
7,9 43,0 101,8

» UYGULANAN TESTLER

APPLIED TESTS

Yapisal Boyut Testleri
Structural Dimension Tests

Mekanik testler
Mechanical Tests

Elekriksel testler
Electrical Tests

Diisiik Sicakliktaki Testler
Low Temperature Tests

Yangin Performans Testleri
Fire Performance Tests

Damar Sayisi x
iletken Kesiti (mm?)
Core Numbers x

Conductor Section (mm?) | Approx (mm?)

4x15
2x25
3x25
4x25
2x 4
3x4
4x 4

HD 221,2

EN 60811-1-1, 1-2, 2-1

HD 22.2

EN 60811-1-4

IEC 610311, IEC 60332-1-2, IEC 60754-1-2

Dis Cap Bakir Faktori  Kablo Agirligi
Yaklsik (mm) (kg/km) (kg/km)
O.D. Copper Factor Cable Weight
(kg/km) Approx (kg/km)

8,5 58,0 123,5
91 48,0 1271
9,7 72,0 157,0
10,5 96,0 191,0
10,6 77,0 181,3
n3 15,0 2275
12,6 154,0 296,2
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