Sinyal Kontrol Kablolari / Signal And Control Cables
L-2YH(Q)H

» KULLANIM ALANLARI

Dahili ortamlarda sinyal iletim kablosu olarak kullanilir. Ozellikle endiistriyel elektronik, bina ici haberlesme, ses ve giivenlik sistemlerinde kullanilir.

» APPLICATIONS

These cables are used indoor systems for transmision of the signals such as industrial electronics, computer, voice and communication systems.

» KABLO YAPISI » ELEKTRIKSEL DEGERLER
CABLE CONSTRUCTION ELECTRICAL PARAMETERS
iletken Biikiilii Bakir Tel Sinif 5 Calisma Sicakhdi 230°C +70°C
Conductor Stranded Copper Wire Class 5 Working Temperature
izolasyon PE Biikiilme Yari Capi (min.) | o
Insulation Bending Radius ( min.)
izolasyon Rengi Mavi-Beyaz Numara Kodlu Ciftler Halinde Calisma Gerilimi 300 /500 V
Insulation Colours Blue-White Number Code Twisted Pair Working Voltage
Biikiim Cift Buikiim Katlar Halinde izolasyon Direnci
Stranding Cores Twisted In Layers Insulation Resistance >200 MQ x km
Ayirici Bant Pes Bant 0,22 mm?:96 Q / km
Seperator Pes Tape lleten Biand 0,50 mm?:39 Q / km
; 0,75mm?:26 Q /km
i . Conductor Resistance b
Ig Kilf HFFR Gri 1,00 mm?:19,50 Q / km
inner Sheath HFFR Grey 1,50 mm?:13,30 Q / km
Ekran Gelik Tel Orgii 220 U LR L L
Screen Steel Wire Braid 0,22 mm?: 1200 V
Dis Kilif HFER Gri 0,50 mm?:1200 V
Outer Sheath HFFR Grey Test Gerilimi 0,75 mm?:1200 V
— Test Voltage 1,00 mm?: 1200 V
Urlin Cesitleri 150 mm?: 2500 V
Ty L-2YH(Q)H 4 :
Product Types @ 2,50 mm?: 2500 V
Ambalaj 500 - 1000 mt
Packing
STANDARTS:
* TS 13755
* EN 60228

* EN 50290-2-21
* EN 50290-2-22

YANGIN PERFORMANSLARI (FIRE PERFORMANCE):

* EN 60332-1-2
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