Data Lan Kablolar / Data Lan Cables
Caté F/UTP 4x2x23 AWG

» KULLANIM ALANLARI

Bu kablolar 250 Mbit/ Sn hiza kadar calisan bilgi iletisim sistemlerinde kullanilirlar. Terminalleri yogun kullanilan ofisler ve binalardaki kablolamalarda tercih edilir.

» APPLICATIONS
These cables are used in data transmission systems that work up to 250 Mbit/s. These cables are particularly preferred in the offices, buildings where many terminals are
found.

» KABLO YAPISI NEXT (dB) 0 NEXT @ Uzak (dB)

CABLE CONSTRUCTION

iletken Mono Tavli Bakir Tel, Q 23 AWG

Inner Conductor Mono Anneoled Copper Wire Q 23 AWG

i10|35}’0n HDPE TIA 568 izole Renk Kodlamasina Uygun

Insulation HDPE TIA 568 Insulation Color Code

Biikiim 4 ikili Biikuilii Giftin Capraz Ayirici ile Birlikte Biikim

Stranding 4 Pairs Twisted & Stranded

Ekran Pet + Al-Pet Folyo + Toprak Teli (0,40 mm Cu/Sn)

Screen Pet + Al-Pet Foil + Ground Wire (0,40 mm Cu/Sn)

Kihf PVC: GRi / LSZH: SARI / PE: SIYAH

Sheath PVC: GREY / LSZH: YELLOW / PE: BLACK

» ELEKTRIKSEL DEGERLER "o 150 225
ELECTRICAL PARAMETERS MHz MHz

iletken Direnci RL @ Uzak (dB)

Conductor Resistance 85 Q/km 0
Test Gerilimi
Test Voltage 1000V
Direnc Dengesizligi o
o 2%
Velocity
Biikiilme Yari Capi ( min.) 8xD

Bending Radius ( min.)

izolasyon Direnci

Insulation Resistance >5000 MOHM /km

Efektif Kapasitans

Mutual Capacitance Max. 52 pF/ m
Calisma Sicakhgi 5 @S STANDARTS:
Working Temperature * [EC 61156-5
YANGIN PERFORMANSLARI (FIRE PERFORMANCE):

Yayima Hizi 68% « EN 60332-1-2 (LSZH-PVC)
Velocity of Propagation « EN 60754-1/2 (LSZH)

i i i * EN 61034-2 (LSZH
Ezilme Direnci ! ( )

Gnaw Resistance
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