TURK STANDARDLARI ENSTITUSU

PERFORMANS DEGISMEZLiK BELGESI

1783-CPR-1146

Avrupa Parlementosu ve Konseyi'nin 9 Mart 2011 tarih ve 305/2011/EU sayili Tiizigii (Yap Malzemeleri Tiiziigii veya CPR) uyarinca,
bu belge asadida belirtilen yapi malzemesine uygulanir

Kablo Tipi : J-H(St)H FE 180 PH 120
Yangina Tepki Performansi: Cca- s1a, d2, a1

Yangin ve dumanrn olugsmasi ve yayilmasini sinirlamak amaciyla binalarda ve diger yapi iglerinde kullanilan kontrol ve
haberlesme kablolarn

(KAPSAMI EKTEDIR)

MEKAS KABLO SANAYi VE TICARET ANONIM $IRKETI
OSMANGAZi MAH. YILDIRIM BEYAZIT CAD. NO:28A/1 SANCAKTEPE/ISTANBUL

adi veya tescilli markasi altinda piyasaya sunulan ve

MEKAS KABLO SANAYi VE TICARET ANONIM $IRKETI
OSMANGAZi MAH. YILDIRIM BEYAZIT CAD. NO:28A/1 SANCAKTEPE/ISTANBUL

imalat tesisinde iiretilmis

Bu belge,

EN 50575: 2014 + A1: 2016

standardr'nin ZA Eki'nde tanimlanan performansin degismezliginin degerlendirilmesi ve dogrulanmasi ile ilgili tiim hiikiimlerin, sistem 1+
altinda bu belgede belirtilen performans igin uygulandigini ve imalatgi tarafindan yiiriitiilen fabrika tiretim kontroliiniin,

yapi malzemesinin performansinin degismezligini sagladiginin degerlendirildigini
gostermektedir.

Bu belge, ilk olarak 04.03.2021 tarihinde diizenlenmis olup, uyumlastinimis standart, yapi malzemesi, PDDD yéntemleri ya da Uretim
tesisindeki imalat kosullar dnemli élgiide degistiriimedigi sirece, onaylanmis Uriin belgelendirme kurulusu tarafindan askiya alinmaz

veya iptal edilmez ise gegerlidir.

Sezai DOGAN
Direktifler MUdGri
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TURK STANDARDLARI ENSTITUSU

TURKISH

PERFORMANS DEGISMEZLIK BELGESI EKIDIR.

URUN TANIMI:

STANDARDS INSTITUTION

Kablo ailesinin tip tanimi

J-H(St)H FE 180 PH 120

Anma gerilimi 225V
TASARIM BILGILERI:

iletken tasarimi Yuvarlak
lletken sinifi 1

Damar sayisi Cok damarh
Konsantrik ekran Yok

Zirh Yok

ELEKTRIK KABLOLARI-YANGINA TEPKi SONUCLARINA GORE GENISLETILMIS UYGULAMA

TS CLC TS 50576:

Kapsama alani

OZirhh

X Zirhsiz gok damarli

CTek damarh kilifl

LTek damarh kilifsiz

UKablo ailesi cap < 5mm igeriyor

KAPSAMDAKI KESITLER:

Damar sayisi Kesit mm? Kesit mm
1x2 2,5 1,76
1x2 0,50 0,8
2x2 1,50 1,36

M1 Performans Degismezlik Belgesi Ekidir.
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TURK STANDARDLARI ENSTITUSU

CERTIFICATE OF CONSTANCY OF PERFORMANCE
1783-CPR-1146

In compliance with Regulation (EU) 305/2011 of the European Parliament and of the Council of 9 March 2011 (the Construction Products
Regulation or CPR), this certificate applies to the construction product

Cable Type : J-H(St)H FE 180 PH 120
Reaction to Fire Performance: Cca- s1a, d2, a1

Control and communication cables used in buildings and other civil engineering works with the objective of limiting the
generation and spread of fire and smoke

(SCOPE IS AT THE ATTACHMENT)

placed on the market under the name or trade mark of

MEKAS KABLO SANAYi VE TICARET ANONIM SiRKETi
OSMANGAZI MAH. YILDIRIM BEYAZIT CAD. NO:28A/1 SANCAKTEPE/ISTANBUL

and produced in the manufacturing plant

MEKAS KABLO SANAYi VE TICARET ANONiM SiRKETi
OSMANGAZi MAH. YILDIRIM BEYAZIT CAD. NO:28A/1 SANCAKTEPE/ISTANBUL

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described in Annex ZA
of the standard(s)

EN 50575: 2014 + A1: 2016

under system 1 + for the performance set out in this certificate are applied and that the factory production control conducted by the
manufacturer is assessed to ensure the

constancy of performance of the construction product .

This certificate was first issued on 04.03.2021 and will remain valid as long as neither the harmonised standard, the construction product,
the AVCP methods nor the manufacturing conditions in the plant are modified significantly, unless suspended or withdrawn by the notified
product certification body.
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TURK STANDARDLARI ENSTITUSU

ATTACHMENT OF THE CERTIFICATE OF CONSTANCY OF PERFORMANCE

PRODUCT DESCRIPTION:
Designation of cable family J-H(St)H FE 180 PH 120
Rated voltage 225V

RELEVANT CONSTRUCTIONAL INFORMATION:

Conductor design Round
Conductor class 1

Number of cores Multicore
Concentric shield Does not include
Armour Does not include

ELECTRIC CABLES-EXTENDED APPLICATION OF TEST RESULTS FOR REACTION TO FIRE
TS CLC TS 50576:

Covered field

CArmoured

Unarmoured multicore

OJSingle core sheated

LISingle core unsheated

LICable family including diameter < 5mm

CROSSECTIONS IN THE SCOPE:

Number of cores Cross-section mm? Cross-section mm
1x2 2,5 1,76
1x2 0,5 0,8
2x2 1.5 1,36

T cate of Constancy of Performance, 1783-CPR-1146.
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